
 

XK2  Power distribution blocks     

 XK2 power distribution blocks are designed for a wide variety of 

electrical systems.  Its rated voltage is 690V, working voltage 380V，and 

rated current 630A.  It can support 10mm2 ~ 300mm2 for gauge in and 1mm2 

~ 50mm2 for gauge out.  The unique socket design provides customers safe 

and reliable installation.  XK2 is a perfect upgrade for busbars, traditional 

power distribution blocks and strip connections . 

     XK2 series has five different colors, they are blue，red, yellow，green, 

yellow-green.  

 

    
 
 
 
 
 
 



 
  

Number Model Cable size (mm2) in/out 
Installation 

dimensions 

Current/ 

Voltage 

    1 XK2-35/10×4 1 input cable 10-35,4 output cables 2.5-10 -A-,-E- 125A,690V 

    2 XK2-35/4×9 1 input cable 10-35,9 output cables 1-4 -B-,-E- 125A,690V 

    3 XK2-50/10x6 1 input cable 16-50,6 output cables 2.5-10 -C-,-E- 150A,690V 

    4  XK2-50/16x4 1 input cable 16-50,4 output cables 4-16 -C-,-E- 150A,690V 

    5 XK2-70/10x8 1 input cable 25-70,8 output cables 2.5-10 -D-,-E- 192A,690V 

    6 XK2-70/16x6 1 input cable 25-70,6 output cables 4-16 -D-,-E- 192A,690V 

7 XK2-70 x 2/10x8 2 input cable 25-70,8 output cables 2.5-10 -D-,-E- 192A,690V 

8 XK2-70/6 x 12 1 input cable 25-70,12 output cables 1.5-6 -D-,-E- 192A,690V 

 
 
 
 

 
 

 
 
 



 

XK2S  Power distribution blocks 

XK2S series terminal blocks can be directly connected to the end of 

circuit breaker of the switchgears . it increases the connecting area and hence 

the reliability of the connection. 

 

XK2S series can be used in miniature circuit breakers，molded case 

circuit breakers(below 630A) and any other circuit breakers for the 

switchgears. 

 

 

  
 

 



Number Model Cable size (mm2) in/out 
Installation 
dimensions 

Current/ 

Voltage 

      1 XK2S-25/10×2+4x2 
1 input copper,4 output cables ( two 

2.5-10+two 1-4) 
-L-,-M- 125A,690V 

      2 XK2S-35/10X2+4X2 
1 input copper,4 output cables ( two 

2.5-10+two 1-4) 
-K-,-M- 125A,690V 

      3 XK2S-25/4x9 1 input copper,9 output cables ( 1-4) -L-,-M- 125A,690V 

      4  XK2S-35/4x9 1 input copper,9 output cables ( 1-4) -K-,-M- 125A,690V 

      5 XK2S-70/16x4 1 input copper,4 output cables ( 4-16) -N-,-P- 192A,690V 
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